
CABLES AT STOCK

TYPE DESCRIPTION

J J 20 solid, FEP-FEP FT BROWN

J J 20 stranded, FEP-FEP FT  ANSI

J J 20 solid, FEP-FEP-SSOB FT ANSI

J J 20 stranded, FEP-FEP-SSOB FT ANSI

J J 24 solid, FEP-FEP FT ANSI

J J 24 stranded, FEP-FEP FT ANSI

J J 24 solid, FEP-FEP-SSOB FT ANSI

J J 24 stranded, FEP-FEP-SSOB FT ANSI

J J 20 solid, Glass-Glass FT ANSI 

J J 20 stranded, Glass-Glass FT ANSI

J J 20 solid, Glass-Glass-SSOB FT ANSI

J J 20 stranded, Glass-Glass-SSOB FT ANSI 

J J 20 stranded, Glass-SSOB FT ANSI

J J 24 solid, Glass-Glass FT ANSI

J J 24 stranded, Glass-Glass FT ANSI

J J 24 solid, Glass-Glass-SSOB FT ANSI

J J 24 stranded, Glass-Glass-SSOB FT ANSI

J J 20 solid, PVC-PVC BROWN FT

K K 20 solid, Ceramic fibre-Ceramic fibre FT

K K 20 solid, FEP-FEP FT ANSI

K K 20, stranded, FEP-FEP FT BROWN (Standard Limits)

K K 20 stranded, FEP-FEP FT ANSI 

K K 20 solid, FEP-FEP-SSOB FT ANSI

K K 24 solid, FEP-FEP FT ANSI

K K 24 stranded, FEP-FEP FT ANSI

K K 24 solid, FEP-FEP-SSOB FT  ANSI

K K 16 solid, High temperature Glass-Glass FT ANSI

K K 20 solid, High temperature Glass-Glass FT ANSI

K K 20 solid, Glass-Glass FT ANSI

Always in Stock. Ready to Ship

SICCET USA offers a dedicated selection of cables always in stock and ready for immediate 

dispatch — ensuring fast turnaround for your most time-critical needs. All stocked cables 

are manufactured with Special Limits tolerances, unless otherwise specified, combining 

reliable availability with the high standards you expect.



K K 20 stranded, Glass-Glass FT ANSI

K K 20 solid, Glass-Glass-SSOB FT ANSI

K K 20 stranded, Glass-Glass-SSOB FT ANSI

K K 24 solid, Glass-Glass FT ANSI

K K 24 stranded, Glass-Glass FT ANSI

K K 24 solid, Glass-Glass-SSOB FT ANSI

K K 24 stranded, Glass-Glass-SSOB FT ANSI

K K 24 solid, Wrp Glass-Glass-SSOB

K K 24 solid, Wrp Glass-Glass FT ANSI

K K 20 solid, Vitreous Silica-Vitreous Silica FT

K K 20 solid, Vitreous Silica-Vitreous Silica FT (Heavy build)

KX KX 20 stranded, PVC-PVC FT ANSI

N N 20 solid, FEP-FEP FT ANSI

N N 24 solid, FEP-FEP FT ANSI

N N 24 stranded, FEP-FEP FT ANSI 

NX NX 20 stranded, FEP-FEP FT ANSI

T T 20 stranded, FEP-FEP FT BROWN

RTD CuSn 3 - 20 (7/29) stranded, FEP-FEP OD. 0.130" WHITE

RTD CuNi 3 -24 (7/32) stranded, FEP-FEP OD. 0.106" WHITE

RTD CuAg 3 - 24 (7/32) stranded, FEP-OS-FEP OD. 0.114" WHITE

RTD CuNi 4 - 24 (7/32) stranded, FEP-FEP OD. 0.118" WHITE

RTD CuSn 4 - 24 (7/32) stranded, FEP-OS-FEP OD. 0.126" WHITE


